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Appendix F Installing the Audio Drivers for
the Windows® NT 4.0 Server /
Workstation

In this section we will show you how to install the audio drives to your Windows® NT 4.0
Server/Workstation operating system. All screen shot are from Windows® NT 4.0 server
version. Before you install the audio drivers, please install Windows® NT 4.0 Service Pack

4 (or the latest version) first. Then you can install the audio drivers.

Note F-1

Details of the Windows® NT 4.0 Server/Workstation operating system are not
mentioned in this manual. If you have any problems with the settings, operating or
installing Windows® NT 4.0 Server/Workstation, please refer to your Windows® NT 4.0
Server/Workstation user's manual or other databases provided by Microsoft®

Corporation.

Note F-2

For Windows® NT 4.0 Server/Workstation operating system, you don't need to install
the INF Installation Utility. But you have to install the Windows® NT 4.0 Service Pack 4
(or latest version) first.

== gt you need go to the "Control Panel" and

double click the item "Multimedia".
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Multimedia Properties. 1]
Audio | Widea | MIDI | CD Music
Multimedia devices:

Multimedia Drivers
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[MCI) Microsalt Video For Windows
MCI) Midi Sequencer

MCI) Sound

Cinepak Codec by Radius Inc.
Compaq Business Audio

Creative Labs Sound Blaster 1.5, Pro, 16
DSP Group TrueSpeech(TM) Audio CODEC
IM& ADPCM Audio CODEC

Indeo codec by Intel
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Choose the "Devices" folder then click the

"Add..." button.

Then choose the "Unlisted or Updated
Driver" and click the "OK" button.

NOTE

If you want to play a MIDI file in Windows NT, you have to install Soft Synthesizer S-
YXG50. You can find this software in the SL6 CD-ROM.

Install Driver

Inzert the disk with the urlisted, updated, «,
or wendor-provided driver in: .
Cancel |

ee——
( ID:\drivers\ymf?52\nt 404 )

You have to specify and manually type the
path of driver location. We’ve put the audio
drivers under the "DRIVERS\YMF752\
NT4.0". The code name of the CD-ROM
drive will depend on how many devices
installed on your computer system. Here it is

shown as D:\.
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Add Unlisted or Updated Driver

Cancel
Help

El

YAMAHA AC-XG Audio Driver

YAMAHA AC-XG Audio Driver
version 4.00.1003

Copyright YAMAHA Corporation 1999
All Rights Reserved

Cancel

System Setting Change E

The ‘YAMAHA ACHG Driver driver has been added.

For the news driver to take effect, you must quit and
restart Windaws NT

< Restart Now p
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When Windows finds the driver you can
choose the "YAMAHA AC-XG
Driver" and click "OK" button.

item

Click “OK.”

The screen shows the "System Setting
Change" message. You need to restart your
computer to complete the updating process.
Click the "Restart Now" button to restart

your computer.

After Windows® NT restarts, check the
"Multimedia Properties" again. You will see
the Yamaha AC-XG had been identify.
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