AX63 VIA Apollo Pro Plus ATX

Pentium Il CPU AGP
SDRAM Ultra DMA/33 Bus master IDE USB AX63 3
168 pin DIMM (Dual in-line Memory Module)
768MB SDRAM L2 cach2
CPU AX63 2M bit Flash ROM
AX63
jumper (Jumper-less) AX63 Jumper CPU
EEPROM
(Battery-less) AX63 CMOS EEPROM
AX63 RTC (real time clock)
(Zero Voltage Modem Wake Up) ATX Soft Power

(Internal Modem Card)
AX63 F56/MP56

(Wake On LAN)
ADM
(Wake On RTC Timer)

(Wake On Keyboard) (hot key)

(Wake On Mouse)
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(ACPI Suspend to Hard Drive)

Win95 Office
AOpen
§ § ACPI (Win98)
BIOS 13
CPU
(Over Current Protection Circuit) 3.3V/5V/12V Baby AT
ATX
Pentium Il CPU
5V CPU ( 2.8V) 5V
AX63 CPU
CPU AX63 CPU
CPU
( Hardware Monitoring Utility)
CPU AX63 CPU
CPU
AX63
( Hardware Monitoring Utility)
(AC Power Auto Recovery)
CPU 13v 35V CPU
CPU
FCC DoC AX63 FCC DoC
1ISO-9001
AOpen Bonus Pack CD
ADM Norton Antivirus  AOchip Hardware Monitoring
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RTC (real time clock)

CMOS Setup”
BIOS Setup"

BIOS

"Standard
"3
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1.1

ATX
305 mm x 202 mm
CPU Intel Pentium 11
168-pin DIMM x3 768MB SDRAM
CPU
VIA Apollo Pro Plus AGPset
ISA x2, PCI x5 and AGP x1
2 UART 16C550 RS-232
UART
1 SPP/ECP/EPP
Floppy 1 720 KB 1.44MB
2.88MB 3.5 360KB 1.2MB
5.25
IDE 2 IDE Channel 4 IDE (
CDROM) P10 mode 4 Bus master Ultra
DMA/33
USB 2 USB BIOS USB
AT PS/2
PS/2 Mini-Din PS/2
Mini-Din PS/2
RTC RTC CR-2032
BIOS AWARD Plug-and-Play, 2M bit Flash ROM BIOS
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1.3 (Zero Voltage Wake

On Modem)
Wake On Modem (
) green PC
suspend mode
ATX soft power On/Off (
suspend mode )
AOpen  AX63
AOpen (F56  MP56)

fe————————————»

A
\/
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bW

1-6

(AOpen MP56)

BIOS setup Power Management - 0V Wake On Modem
Enable

Suspend to Hard Drive
soft power switch

4-pin  Wake On Modem MP56 RING AX63
WOM

MP56 Wake On Modem

BIOS setup Power Management - 0V Wake On Modem
Enable

Suspend to Hard Drive
soft power switch
RS232 COM1 COM2

AN : wake up COoM1 COM2
0, RING ( )
\ WOM ( )



1.3 (ACPI Suspend to Hard Drive)

1. "Setup.exe /p |" Windows 98
2. Windows 98
a.
c.
3. DOS
[File"
4.

I. APM ACPI (Windows 98 only)
1. "Regedit.exe"

HKEY_LOCAL_MACHINE

SOFTWARE
MICROSOFT
WINDOWS
CURRENT VERSION
DETECT
b. "ACPIOPTION"
c. "0000" “or”

"AOZVHDD /C

"0000 01"
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2. "ACPI BIOS" "Plug
and Play BIOS"
3.
4. DOS "AOZVHDD /C
[File"
. ACPI APM
1. "Regedit.exe”

a.

HKEY_LOCAL_MACHINE
SOFTWARE
MICROSOFT
WINDOWS
CURRENT VERSION
DETECT
ACPI OPTION
b. "o1" "02" "0000 02"
/ Note: "02" Windows 98 ACPI
@ ACPI

c.
2. " Plug and Play BIOS"

"ACPIBIOS "
3.
4. " "
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1.4 (System Voltage

Monitoring)
AX63
( AOpen Hardware Monitoring Utility)
CPU BIOS Hardware

Monitoring Utility ( aohw120.exe 120 )

1.5 (Fan Monitoring)

3-pin CPUFAN FAN CPU
BIOS (

Hardware Monitor Utility)
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1.6 CPU (CPU Thermal Protection

CPU
( Hardware Monitoring Utility)
BIOS Hardware Monitor Utility

1.7 (Battery-less Design)

Battery

AX63 battery-less ( ) ATX

RTC (real time clock) CMOS
Setup CPU CMOS
Setup (CR-

2032)
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