MX6B EZ Intel 82440ZX/BX Micro ATX ZXIBX
Pentium Il / Pentium Il / Celeron CPU

AGP SDRAM Ultra DMA/33 Bus master IDE

USB MX6B EZ 3 168 pin DIMM (Dual in-line
Memory Module) 512MB SDRAM
L2 cach2 CPU card (connector SLOT1)
MX6B EZ 2M bit Flash ROM
MX6B EZ

jumper (Jumper-less) MX6B EZ Jumper CPU

EEPROM

(Battery-less) MX6B EZ CMOS

EEPROM MX6BEZ RTC (real time clock)
APM (APM Suspend to Hard Drive)
Win95 Office
VESA

PCI VGA ( AOpen S3 PV70/PT70) Sound Blaster (
AOpen AW35/MP56) Rockwell Modem (AOpen F56/MP56)
ACPI (ACPI Suspend to Hard Drive) AOpen "

” ACPI (Win98) BIOS

14
(Zero Voltage Wake On Modem) ATX Soft Power

(Internal Modem Card)
MX3ZA AOpen FM56-P FM56-H
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(Wake On LAN)

(Wake On RTC Timer)

(Wake On Keyboard) (hot key)

(Wake On Mouse)

CPU
CPU MX6B EZ CPU
CPU
( Hardware Monitoring Utility)
CPU MX6B EZ CPU
CPU
MX6B EZ

( Hardware Monitoring Utility)

(AC Power Auto Recovery)

FCC DoC MX6B EZ FCC DoC
1ISO-9001
AOpen Bonus Pack CD
Norton Antivirus  AOchip Hardware Monitoring
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4 : RTC
(real time clock)

BIOS "Standard CMOS Setup"
4  BIOS Setup"
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11

Micro ATX

244 mm x 220 mm

CPU

Intel Pentium Il / Pentium 111 / Celeron

168-pin DIMM x3 512 SDRAM.

CPU

Intel 82440ZX/BX AGPset

ESS Solo-1

ISAx1,PCIx3 AGPx1

2 UART 16C550 RS-232
UART

1 SPP/ECP/EPP

Floppy

720 KB 1.44MB
2.88MB 35 360KB
1.2mMB 525

IDE

2 IDE Channel 4 IDE (
CDROM) PIO mode4 Busmaster Ultra
DMA/33

USB

2 USB BIOS usB
AT PS2

PS/2

Mini-Din PS/2

Mini-Din PS/2

RTC

RTC Intel PI1X4E chipset CR-2032

BIOS

AWARD Plug-and-Play, 2M bit Flash ROM BIOS




1.2 (Suspend toHard Drive)

Win95
16MB 16MB
VESA PCI VGA Sound Blaster
APM Driver AOpen PT70 VGA AWS35 (
) MP56 ( + )
1. BIOS setup Power Management > Suspend Mode Option
“Suspend to Disk”
2. BIOS setup PNP/PCI Configuration - PnP OS Installed
"No" BIOS
3. DOS Win95
"Windows 95 Starting ..." "F8" "Safe Mode Command Prompt
Only"
4. AOZVHDD.EXE C
ffile ( FAT16 )

C:>AOZVHDD /c ffile

32MB AMB  VGA 36MB
(32MB+4MB) AOZVHDD
DOS DEFRAG Win95
Ipartiton ( FAT16/FAT32 )
AOZVHDD
32MB
AMB  VGA 64MB
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1-6

( fdisk) 68MB (64MB+4MB)
C:>A0ZVHDD /c /partition

(Reboot)

(Momentary) Suspend switch Win95
Suspend to Hard Drive

: Intel Bus Master and Ultra DMA/33 IDE
driver Suspend to Hard Drive

driver
driver



Drive

VGA VESA

Suspend to Hard Drive

AOpen PV90 (Trident 9680)
AOpen PT60 (S3Virge/BIOS R1.00-01)
AOpen PV60 (S3 Tiro64V+)
AOpen PT70 (S3Virge/DX)
ProLink Trident GD-5440

ProLink Cirrus GD-5430

ProLink Cirrus GD-5446

ATI Mach 64 GX

ATI 3D RAGE I

Diamond Stealth64D (S3 868)
Diamond Stealth64V (S3 968)
KuoWei ET-6000

ATI 3D RAGE PRO 2x (AGP)
PLOTECH 3D IMAGE 9850 (AGP)
CARDEX S3 Virge/GX (AGP)

Suspend to Hard

AOpen AW32
AOpen AW35
AOpen MP32
Creative SB 16 Value PnP
Creative SB AWE32 PnP
ESS 1868 PnP
Suspend to Hard Drive
APM
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/ : USB Suspend to Hard Drive
BIOS

Integrated Peripherals - USB Legacy Support
USB Legacy

. SCSl
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1.3 ACPI Hard Drive (ACPI Suspend
toHard Drive)

1. AOZVHDD.EXE 1.30b (http://www.aopen.com.tw/tech/mbdrv/
default.htm#Suspend to Hard Disk Drivers)
2. config.sys  autoexec.bat
I
1. "Setup.exe /p |" Windows 98
2. Windows 98
a.
c.
3. DOS "AOZVHDD /C
[File"
4.

I. A P M ACPI(Windows 98 only)
1. "Regedit.exe"

HKEY_LOCAL_MACHINE
SOFTWARE
MICROSOFT
WINDOWS
CURRENT VERSION
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DETECT

b. "ACPIOPTION"

c. "0000" “01” "0000 01"

d.
2. "ACPI BIOS" "Plug
and Play BIOS"
3.
4. DOS "AOZVHDD /C
[File"
. ACPI APM
1. "Regedit.exe"

a.

HKEY_LOCAL_MACHINE
SOFTWARE
MICROSOFT
WINDOWS
CURRENT VERSION
DETECT
ACPI OPTION
b. "01" "02" "0000 02"
Note: "02" Windows 98 ACPI
ACPI

c.
2. " Plug and Play BIOS"

"ACPIBIOS "
4 " "
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ATI 3D Rage Pro AGP

AéPI suspend to disk
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1.4 (Zero Voltage Wake

On Modem)
Wake On Modem (
) green PC
suspend mode
ATX soft power On/Off (
suspend mode )

AOpen MX6B EZ

AOpen (FM56-P  FM56-H)

A
\/



bW

(AOpen FM56-PIFM56-H)

BIOS setup Power Management - 0V Wake On Modem
Enable

Suspend to Hard Drive
soft power switch

4-pin  Wake On Modem FM56-P/FM56-H RING
MX6BEZ WOM
FM56-P/FM56-H Wake On Modem
BIOS setup Power Management - 0V Wake On Modem

Enable
Suspend to Hard Drive

soft power switch

RS232 COM1 COM2
U : wake up COM1 COM2

&) RING ( )

WOM ( )
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1.5 (System Voltage Monitoring)

MX6B EZ
( AOpen Hardware Monitoring Utility)

CPU BIOS Hardware
Monitoring Utility ( aohw140.exe 140 )
1.6 (Fan Monitoring)

e

3-pin CPUFAN1 FAN1 CPU
BIOS (
Hardware Monitor Utility)
1.7 CPU (CPU Thermal Protection
CPU

( Hardware Monitoring Utility)
BIOS Hardware Monitor Utility
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1.8 (Battery-less Design)

MX6B EZ battery-less ( ) ATX
RTC (real time clock)
CMOS Setup CPU
CMOS Setup
(CR-2032)
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