BIOS

P

Award BIOS

AOFlash

BIOS code
BIOS
( Chipset Setup

3-1



AWARD BIOS

3.1 BIOS Setup
BIOS Setup Flash ROM
128 byte CMOS RAM BIOS Setup
POST ( ) DEL AWARD BIOS
Setup

FEA

ET FEA : U IDE HDD

AGEMENT

CI CONEIGURATION EXIT WITHOL

TUP DEFALU

"Load Setup Defaults'
"Load Turbo Defaults'

EsC Fi0
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3.2 Standard CMOS Setup

"Standard CMOS Setup"

ROM PCI/ISA BIOS (B0000086)
STANDARD CMOS SETUP
AYARD SOFTWARE, INC.

Date (mm:dd:yy) : Thu, Mar 5 1997
Time (hh:mm:ss) : 11 : 45 : 39

HARD DISKS TYPE SIZE  CYLS HEAD PRECOMP LANDZ SECTOR HODE
Primary Master 0 NORMAL

@ NORMAL
@ NORMAL

Secondary Master :
Secondary Slave

: 0
Primary Slave ; g 8 NORMAL
0

Drive A : None
Drive B : None

Video . EGA/YGA
Halt On : All Errors

ESC : Quit T4+« : Select Item PU/PD/+/- : Modify
F1 : Help F9 : Change Language

Standard CMOS > Date

Date
E Ed
Standard CMOS > Time
TIME
24
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Standard CMOS - Primary Master 2> Type
Standard CMOS - Primary Slave 2> Type
Standard CMOS - Secondary Master > Type
Standard CMOS - Secondary Slave > Type

Type IDE
Auto (Size) (Cylinder) (Head) (pre-
User compensation) Cylinder
None (Landing Zone)  Cylinder (Sector)
1 Auto BIOS

(POST) Type Standard
2 BIOS Setup Type

User

45 Type None

IDE CDROM

IR : "IDE HDD Auto

&) Detection’” IDE

Standard CMOS > Primary Master > Mode
Standard CMOS > Primary Slave > Mode
Standard CMOS > Secondary Master > Mode
Standard CMOS - Secondary Slave > Mode

Mode Logical Block Address (LBA)

Auto 528MB IDE LBA
Normal 528MB

LBA LBA On LBA Off

Large
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Standard CMOS > Drive A
Standard CMOS -> Drive B

Drive A
None
360KB 5.25"
1.2MB 5.25"
720KB 3.5"
1.44MB 3.5"
2.88MB 3.5"

Drive B

Video
EGANGA
CGA40
CGA80
Mono

Standard CMOS > Video

VGA/EGA

Standard CMOS - Halt On

Halt On

No Errors

All Errors

All, But
Keyboard

All, But Diskette
All, But
Disk/Key

Drive A
VGA
(POST)
All Errors
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3.3 BIOSFeatures Setup

“BIOS Features Setup”

ROM PCI/ISA BI0OS (G0000AG6)
BIOS FEATURES SETUP
AYARD SOFTWARE, INC.

Virus Warning : Disabled | Video BIOS Shadow : Enabled
C8000-CBFFF Shadow : Disabled
External Cache : Enabled CCOOO-CFFFF Shadow : Disabled
CPU L2 Cache ECC Checking : Enabled DOBBO-D3FFFE Shadow : Disabled
Processor Number Feature : Enabled D4000-D?FFF Shadow : Disabled
Quick Power On Self Test : Enabled D8BAB-DBFFF Shadow : Disabled
Boot From LAN First . Enabled DCOBO-DFFFF Shadow : Disabled
Boot Sequence : CDROM,A,C
Swap Floppy Drive : Disabled
Boot Up NumlLock Status . Off
Boot Up System Speed : High
Tupematic Rate Setting : Disabled
Typematic Rate (Chars/Sec) : 6
Typematic Delay (Msec) ;290
Security Option : Setup
PCI/VYGA Palette Snoop : Disabled : Quit Tl+e : Select Item
05 Select For DRAM > 64MB  : Hon-052 : Help PU/PD/+/- . Modify
Show Logo On Screen : Enabled : 01d Yalues F9 : Language
. Load Setup Defaults
: Load Turbo Defaults

BIOS Features > Virus Warning

Virus Warning (Boot
Enabled Sector) (Partition Table)
Disabled Enable

I WARNI NG !

Di sk Boot Sector is to be nodified
Type "Y' to accept wite, or "N' to abort wite
Award Software, Inc.
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BIOS Features > External Cache

External Cache
Enabled
Disabled

CPU L2 CacheECC

Checking
Enabled

Disabled

PBSRAM )

Enable Disable

BIOS Features » CPU L2 Cache ECC Checking

L2 Cache ECC
Checking

BIOS Features - Processor Number Feature

Processor Number
Feature

Enabled
Disabled

Pentium 1l CPU
Number Feature

BIOS Features 2> Quick Power On Self Test

Quick Power on
Self test

Enable
Disabled

(POST) Enabled

BIOS Features - Boot From LAN First

Boot From LAN
First

Enable

Disabled

3-7



AWARD BIOS

BIOS Features »> Boot Sequence

Boot uence
A,CSCS
CA,SCS
C,CDROM A
CDROM,C.A
CDROM,A,C
D,A,SCS
E,A,SCS
FA,SCS
SCSI,A,C
SCSI,CA
Conly
LS/ZIP,C

(ID)

C: Primary master

D: Primary slave

E: Secondary master
F: Secondary slave
LS: LS120

Zip: IOMEGA ZIP Drive

BIOS Features - Swap Floppy Drive

Swap Floppy Drive
Enabled
Disabled

(A B)
A

BIOS Features - Boot Up NumLock Status

Boot Up NumL ock
Status

On
Off

On
Off
On

BIOS Features - Boot Up System Speed

Boot Up System
Speed

High

Low

High
High

Low
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BIOS Features - Typematic Rate Setting

Typematic Rate
Setting
Enabled
Disabled

Enabled

BIOS Features »> Typematic Rate (Chars/Sec)

Typematic Rate
6

8

10
12
15
20
24
30

10 12 15 20 24 30 30

BIOS Features »> Typematic Delay (Msec)

Typematic Delay
250

500
750
1000

250 250 500 750 1000

ms 250 ms

BIOS Features > Security Option

Security Option
Setup
System

System

Setup

"Password Setting”
<Enter>

BIOS Setup

BIOS Setup

3-9



AWARD BIOS

BIOS Features > PCI/VGA Palette Snoop

PCI/VGA Palette

Snoop
Enabled

Disabled

(

PCI VGA

PCI

MPEG

Enabled

BIOS Features > OS Select for DRAM > 64MB

OS Select for
DRAM > 64MB

0s/2
Non-0S/2

Show L ogo On
Screen

Enabled
Disabled

64MB

0S/2
0Ss/2

BIOS Features - Show Logo On Screen

POST

BIOS Features > Video BIOS Shadow

Video BIOS
Shadow

Enabled
Disabled
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VGA BIOS Shadow
DRAM
DRAM

ROM

Enabled

AOpen

(Palette Snooping)

Non-0S/2
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BIOS Features - C800-CBFF Shadow
BIOS Features - CCO00-CFFF Shadow
BIOS Features - DO000-D3FF Shadow
BIOS Features - D400-D7FF Shadow
BIOS Features - D800-DBFF Shadow
BIOS Features - DCO00-DFFF Shadow
C8000-CBFFF
Shadow Enabled ROM Code
Enabled (DRAM) Shadow
Disabled ROM Code
Enabled
ROM Code
/ . FO00 =000] BIOS
Code
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3.4 Chipset Features Setup

"Chipset Features Setup"

ROM PCI/ISA BIOS (6000A0A6)
CHIPSET FEATURES SETUP
AYARD SOFTWARE, INC.

SDRAM CAS Latency : sxnsuxsx Jumperless Setup swsssesss
SDRAM RAS# to CASH# Delay : Manufacture Freq Default :

SDRAM RASH Precharge : Clock Spread Spectrum

SDRAM Precharge Control : Disabled CPU Clock Frequency

System BIOS Cacheable : Disabled CPU Clock Ratio

Video BIO0S Cacheable : Disabled Setup CPU Speed ;

Video RAM Cacheable : Disabled Y2K CHOS Update : Enabled

8 Bit I/0 Recovery Time : &

16 Bit I/0 Recovery Time : 1

Memory Hole At 15M-16M : Disabled
Passive Release : Enabled
Delaved Transaction . Enabled
AGP Aperture Size (MB) : 6h
Pentium IT Micro Codes . Enabled

: Quit Tl+e : Select Item
: Help PU/PD/+/- : Modify
. 01d Yalues F9 . Language
. Load Setup Defaults

. Load Turbo Defaults
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Chipset Features > SDRAM CAS Latency
Chipset Features > SDRAM RAS# to CAS# Delay

SDRAM CAS SDRAM CAS Latency RAS CAS
Latency SDRAM

2T Auto SDRAM

3T 3/3

Auto

Chipset Features > SDRAM RAS# Precharge

SDRAM RASH SDRAM RAS Precharge (
precharge clock ) Precharge RAS

2T Auto

3T

Auto

Chipset Features - System BIOS Cacheable
System BIOS BIOS

Cacheable
Enabled
Disabled

Chipset Features - Video BIOS Cacheable

Video BIOS BIOS
Cacheable

Enabled
Disabled

Chipset Features > Video RAM Cacheable

Video RAM Video RAM AO0O0 BO0O0O
Cacheable

Enabled
Disabled
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Chipset Features -

8 Bit 1/O Recovery
Time

[N

0 N U WDN

NA

Chipset Features >

16 Bit |/O Recovery
Time

A WDN PR

NA

Chipset Features >

Memory Hole At
15M-16M

Enabled
Disabled

Chipset Features >

Passive Release
Enabled
Disabled

3-14

8 Bit I/O Recovery Time

I/O /0
110
CPU /0
ISA
ISA 8-bit IO
16-bit ISA
110 BIOS
4 |SA clocks NA
3.5
16 Bit I/O Recovery Time
ISA 16-bit /0
16-bit ISA
I/1O BIOS
1 ISA clocks NA
3.5
Memory Hole At 15M-16M
ISA
ISA
bus
I/1O
Passive Release
PlIX4 (Intel PCI ISA)
ISA
ISA
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Chipset Features > Delayed Transaction

Delayed Transaction
Enabled
Disabled

Chipset Features > AGP Aperture Size (MB)

AGP Aperture Size

(MB)
4

8

16
32
64
128
256

Chipset Features > Pentium Il Micro Codes

Pentium Il Micro
Codes

Enabled

Disabled

PlIX4 (Intel PCI to ISA
bridge) PCI ISA
bus ISA

PCI
AGP
microcode CPU bug
Enabled
Disabled

Chipset Features - Manufacture Frequency Default

Manufacture
Frequency Default
Depends on the CPU
type

CPU
"Home”

233 MHz flash.exe
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Chipset Features > Clock Spread Spectrum

Clock Spread EMI
Spectrum
On

Off

Chipset Features »> CPU Clock Frequency

CPU Clock Frequency (bus clock)

66.8 MHz Klamath CPU 66.8 MHz

68.5 MHz CPU CPU
75.0 MHz
83.3 MHz
100 MHz
103 MHz
112 MHz
117 MHz
124 MHz
129 MHz
133.3 MHz
138 MHz
143 MHz
148 MHz
153 MHz
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Chipset Features - CPU Clock Ratio

CPU Clock Ratio
15

20 3.5x
25
3.0
35
4.0
45
5.0
55
6.0
6.5
7.0
75
8.0

Intel Pentium Il

Chipset Features - Setup CPU Speed

Setup CPU Speed

Chipset Features > Y2K CMOS Update

Y2K CMOS Update
Enabled
Disabled

Check It 98

“CPU Clock Frequency”

C )

Core/Bus

(Bus)

“CPU Clock Ratio”

Y2K
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3.5 Power Management Setup

Power Management Setup
“Power Management Setup”

ROM PCI/ISA BIOS (G0000006)
POWER MANAGEMENT SETUP
AYARD SOFTWARE, INC.

ACPI function : Enabled == Break Event From Suspend ==
Power Management : Disabled IRQ 8 Break Suspend : Disabled
PM Control by APM : Yes

Video Off Method : Y/H SYNC+Blank | == Reload Global Timer Events ==
Video Off After : Standby TRQI3-7,9-151,NHI : Enabled
Standby Mode : Disabled Primary IDE @ . Disabled
Suspend Mode : Disabled Primary IDE 1 : Disabled
HDD Power Down : Disabled Secondary IDE @ : Disabled
BY Hake On Modem : Disabled Secondary IDE 1 . Disabled

Hake On Lan : Disabled Floppy Disk : Disabled
Suspend Mode Option : PowerOn Suspend| Serial Port : Enabled
Throttle Duty Cycle : 62.5% Parallel Port : Disabled
YGA Active Monitor : Disabled

Soft-0ff by PWR-BTTH : Delay & Sec.

Hake On RTC Timer : Disabled

; Quit Tl+e . Select Item
: Help PU/PD/+/- : Modify
: 01d Yalues F9 . Language
. Load Setup Defaults

: Load Turbo Defaults

Power Management - ACPI Function

ACPI Function oS ACPI
Enabled Enabled
Disabled oS APM Disabled

Power Management - Power Management

Power M anagement
Max Saving Disable
Mix Saving User Defined

User Define
Disabled
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Mode Doze Standby Suspend | HDD Power Down
Min Saving 1 hour 1 hour 1 hour 15min
Max Saving 1min 1min 1min 1min

PM Controlled by
APM

Yes
No

"Max Saving"

(APM)

CPU

Power Management - Video Off Method

Video Off Method
V/H SYNC + Blank
DPMS

Blank Screen

Power Management - Video Off After

Video Off After
N/A

Doze

Standby
Suspend

Power Management - PM Controlled by APM
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Power Management - Standby Mode

Standby Mode
Disabled CPU
1 Min
2 Min
4 Min IRQ
8 Min
12 Min
20 Min
30 Min
40 Min
1 Hour

Power Management - Suspend Mode

Suspend Mode
Disabled Power On Suspend  Suspend to Hard
1 Min Drive

2 Min
4 Min
8 Min
12 Min
20 Min
30 Min
40 Min
1 Hour

Power Management - HDD Power Down

HDD Power Down IDE
Disabled
1 Min
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Power Management - 0V Wake On Modem

0V Wake On Modem AOpen

Enabled ATX Soft Power
Disabled

Green PC suspend mode
(

) ( AOpen FM56-
P/FM56-H) Wake On Modem

FM56-P/FM56-H
FM56-P/FM56-H

Power Management - Wake On LAN

WakeOn LAN Wake On LAN
Enabled

Disabled

Power Management - Suspend Mode Option

Suspend Mode suspend
Option Power On Suspend
PowerOn Suspend Green PC CPU
Suspend to Disk
IRQ
Suspend
to Disk
AOZVHDD
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Power Management - Throttle Duty Cycle

Throttle Duty Cycle | Clock Throttling CPU
12.5% CPU
25.0% CPU 66MHz
37.5% CPU
50.0 % 30ns
62.5 % STPCLK ( ) CPU
75.0 % CPU
87.5% 66M 50%
CPU 33M
CPU CPU

Power Management > VGA Active Monitor

VGA Active Monitor
Enabled
Disabled

VGA

Power Management > Soft-Off by PWR-BTTN

Soft-Off by PWR-
BTTN

Delay 4 sec.
| nstant-Off

power switch

Enabled soft power switch
(Suspend)
switch 4
Suspend 4
Disabled soft
Suspend

4

Power Management - Wake On RTC Timer

WakeOn RTC Timer
By Date
By Week
Disabled
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Power Management - Date (of Month)

Date (of Month

(

“Time”
15

Time

15

)

Power Management - Time (hh:mm:ss)

Time (hh:mm:ss)

Hh:mm:ss

“Wake On RTC Timer”

Power Management - IRQ 8 Clock Event

IRQ 8 Clock Event
Enabled
Disabled

IRQ8

0Ss2

IRQ8 (RTC)
0S2

Power Management 2> IRQ [3-7,9-15],NMI

IRQ [3-7.9-15].NM |

Enabled
Disabled

NMI

IRQ8 (RTC)

IRQ
Enabled
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Power Management >
Power Management ->
Power Management ->
Power Management ->
Power Management >
Power Management >
Power Management >

Primary IDE 0
Enabled

Disabled
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Primary IDE O
Primary IDE 1
Secondary IDE O
Secondary IDE 1
Floppy Disk
Serial Port
Parallel Port
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3.6 PNP/PCI Configuration Setup

PNP/PCI Configuration Setup ISA PCI
“PNP/PCI Configuration Setup”

ROM PCI/ISA BIOS (AOGOOGAG)
PHNP/PCI CONFIGURATION
AYARD SOFTWARE, INC.

PNP 0S Installed : No PCI IDE TR(Q) Map To : PCI-AUTO
Resources Controlled By : Hanual Primary  IDE INT# : A
Secondary IDE INTH : B
HODEM Use IRQ 0 3
assigned : PCL/ISA PnP

assigned : PCI/ISA Used MEM base addr : N/A
assigned : PCL/ISA
assigned : PCI/ISA PCI Slot 1 IRQ (Right) : Auto

assigned . PCL/ISA PCL Slot 2 IRQ . Auto
assigned : PCI/ISA PCI Slot 3 IRQ : Auto
assigned . PCI/ISA

assigned : PCL/ISA

assigned : PCI/ISA

assigned : PCL/ISA

assigned : PCI/ISA

assigned : PCL/ISA : Quit Tl+« : Select Ltem
assigned : PCI/ISA : Help PU/PD/+/— : Modify
assigned . PCI/ISA . 01d Yalues F9 . Language
assigned : PCI/ISA : Load Setup Defaults

assigned . PCI/ISA . Load Turbo Defaults

PNP/PCI Configuration - PnP OS Installed

PnP OS Installed POST (PnP)
Yes BIOS PnP
No (  Windows 95) Yes
BIOS
VGA/IDE SCSI

PNP/PCI Configuration - Resources Controlled By

Resour ces Controlled Manual ISA  PCI
by IRQ DAM Auto
Auto
Manual
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PNP/PCI Configuration 2>

Reset Configuration
Data

Enabled

Disabled

PNP/PCI Configuration 2>
PNP/PCI Configuration 2>
PNP/PCI Configuration 2>
PNP/PCI Configuration 2>
PNP/PCI Configuration 2>
PNP/PCI Configuration 2>
PNP/PCI Configuration 2>
PNP/PCI Configuration 2>

Reset Configuration Data

IRQ
Enabled

IRQ

IRQ3 (COM2)

IRQ4 (COM1)

IRQ5 (Network/Sound or Others)
IRQ7 (Printer or Others)

IRQ9 (Video or Others)

IRQ10 (SCsSI or Others)

IRQ11 (SCSI or Others)

IRQ12 (PS/2 Mouse)

PNP/PCI Configuration 2 IRQ14 (IDE1)
PNP/PCI Configuration = IRQ15 (IDE2)
IROQ3 ISA PnP
Legacy ISA IRQ IRQ
PCI/ISA PnP Legacy ISA PCI/ISA PnP
IRQ Legacy ISA , PnP BIOS
IRQ ISA
PCI/ISA PnP PCI ( PCI
) IRQ ISA
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PNP/PCI Configuration > DMA 0
PNP/PCI Configuration > DMA 1
PNP/PCI Configuration > DMA 3
PNP/PCI Configuration > DMA 5
PNP/PCI Configuration > DMA 6
PNP/PCI Configuration > DMA 7
DMA 0 ISA PnP DMA
DMA
gy 15 Legacy ISA PCI/ISA PnP DMA
PCI/ISA PnP Legacy ISA PnP BIOS DMA
ISA PCI/ISA
PnP PCI DMA
ISA
PNP/PCI Configuration > PCI IDE IRQ Map To
PCI IDEIRQ Map To PCI IDE PnP
ISA BIOS
PCI-Slotl PnP PCI PCI IDE
PCI-Slot2 Auto PCI -IDE
PCI-Slot3
PCI-Slot4
PCI-Auto
PNP/PCI Configuration > Primary IDE INT#
PNP/PCI Configuration - Secondary IDE INT#
Primary IDE INT# “PCI IDE IRQ Map To"
A IDE PCI IDE primary
B secondary PCI PCI
C "PCI IDE IRQ Map To"
D PCI
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PCI Slot Location 1 L ocation 2 Location 3 Location 4
(pin A6) (pin B7) (pin A7) (pin B8)

Slot 1 INTA INTB INTC INTD

Slot 2 INTB INTC INTD INTA

Slot 3 INTC INTD INTA INTB

Slot 4 INTD INTA INTB INTC

Slot 5 (if any) | INTD INTA INTB INTC

Modem Use IRQ
N/A

PNP/PCI Configuration > Modem Use IRQ

IRQ

PNP/PCI Configuration - Used MEM Base Addr

Used MEM Base Addr
N/A

C800

CCO00

D000

D400

D800

DC00
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PNP/PCI Configuration - Used MEM Length

Used MEM Length
8K

16K

32K

64K

ISA PnP

PnP BIOS

PNP/PCI Configuration - PCI Slotl IRQ (Right)
PNP/PCI Configuration - PCI Slot2 IRQ
PNP/PCI Configuration - PCI Slot3 IRQ

PCl Slotl IR

Auto

PCI
Auto

Auto
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3.7 Load Setup Defaults

BIOS ROM
Setup CMOS

"BIOS Features Setup"  "Chipset Features Setup"

3.8 Load Turbo Defaults

BIOS ROM
Setup CMOS

"BIOS Features Setup”  "Chipset Features Setup"

3% 10%
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3.9 Integrated Peripherals

“Integrated Peripherals”

ROM PCI/ISA BIOS (00000006)
TINTEGRATED PERIPHERALS
AYARD SOFTWARE, INC.

HDD Block Mode : Disabled Onboard FOC Controller :

Primary Master PIL0O : Auto Onboard Serial Port 1 . JF8/IRQ4
Primary Slave PIO : Auto Onboard Serial Port 2 :
Secondary Master PI0 : Auto UART Mode Select ;
Secondary Slave PIO0 : Auto RxD , TxD Active : Hi,Lo
Primary Master UDMA : Auto IR Transmission delay . Enabled
Primary Slave UDMA : Auto Onboard Parallel Port ;
Secondary Master UDMA: Auto Parallel Port Hode

Secondary Slave UDMA: Auto ECP Mode Use DHA

: 3
On-Chip Primary PCI IDE: Enabled EPP Mode Select : EPP1.9
On-Chip Secondary PCI IDE: Enabled Onboard Sound Chip . Enabled
USB Kevboard Support : Disabled
Init Display First : AGP

POHER ON Function :
KB Power ON Password 2 : Quit tl++ : Select Item
Hot Key Power ON : : Help PU/PD/+/— : Modify
AC PHR Auto Recovery : : 0ld Yalues F9 : Language
: Load Setup Defaults
: Load Turbo Defaults

Integrated Peripherals - IDE HDD Block Mode

| DE HDD Block
Mode IDE
Enabled
Disabled
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Integrated Peripherals
Integrated Peripherals
Integrated Peripherals
Integrated Peripherals

IDE Primary Master
UDMA

Auto
Disabled

Integrated Peripherals
Integrated Peripherals

On-Chip Primary

Enabled
Disabled

- IDE Primary Master UDMA
- IDE Primary Slave UDMA
- IDE Secondary Master UDMA
- IDE Secondary Slave UDMA
IDE IDE UDMA
Auto Ultra DMA/33

- On-Chip Primary PCI IDE
- On-Chip Secondary PCI IDE

primary IDE

PCI IDE IDE

Integrated Peripherals > USB Keyboard Support

USB Keyboard USB
Support usSB
Enabled Enabled BIOS
Disabled POST
USB Disabled
UsB usB
USB
"USB Legacy Support"
Integrated Peripherals - Init Display First
Init Display First PCI VGA AGP

PCI
AGP
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Integrated Peripherals - Power On Function

Power On Function
Button Only
Keyboard 98
Password

Hot Key

Mouse Left

Mouse Right

/
Button Only: /

Keyboard 98:
“Wake”
Password:

( )
Hot Key:

Keyboard 98

(hot key)
“Hot Key Power On”

Mouse Left:

Mouse Right:

: / JP28
Enabled

Password

CMOS

POST

DOS

DOS

Integrated Peripherals - KB Power On Password

KB Power On
Password

“Power On Function” “Password”

1 5
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enabled

JP28

Integrated Peripherals - Hot Key Power On

Hot Key Power On
Ctrl-F1
Ctrl-F2
Ctrl-F3
Ctrl-F4
Ctrl-F5
Ctrl-F6
Ctrl-F7
Ctrl-F8
Ctrl-F9
Ctrl-F10
Ctrl-F11
Ctrl-F12

“Power On Function”

“Hot Key’

Power Management - AC PWR Auto Recovery

AC PWR Auto
Recovey
Former-Sts

On

Off

On

Off
Former-Sts

Integrated Peripherals - Onboard FDC Controller

Onboard FDC
Controller

Enabled
Disabled
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Integrated Peripherals - Onboard Serial Port 1
Integrated Peripherals - Onboard Serial Port 2

Onboard Serial Port 1
Auto Auto
3F8/IRQ4
2F8/IRQ3
3E8/IRQ4
2E8/IRQ3
Disabled

Integrated Peripherals > UART Mode Select

UART Mode Select (serial port2)
Standard
HPSIR
ASKIR

Standard - serial port 2

HPSIR - I'DA (IrDA)
115K

ASKIR - IrDA (IrDA)
19.2K
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Integrated Peripherals - RxD, TxD Active

RxD, TxD Active
Hi, Hi
Hi, Lo,
Lo, Hi
Lo, Lo

(Receive Data)

UART (IR
TxD (Transmit Data)

Integrated Peripherals - IR Transmission Delay

IR Transmission

Delay
Enabled

Disabled

Enabled SIR TX

4

(character)

Integrated Peripherals - Onboard Parallel Port

Port
3BC/IRQ7
378/IRQ7
278/IRQ5
Disabled

Onboard Parallel
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Integrated Peripherals - Parallel Port Mode

Parallel Port Mode
SPP

EPP

ECP

ECP + EPP

ECP Mode Use DMA
3
1

Normal ,
IBM AT

SPP (Stand
Parallel Port) PS/2

EPP
(Enhanced Parallel Port)

ECP (Extended Parallel Port)

Integrated Peripherals > ECP Mode Use DMA

DMA
RLE (Run Length Encoded)
EPP1.7 EPP1.9
ECP DMA
3

Integrated Peripherals - EPP Mode Select

EPP M ode Select
EPP1.7
EPP1.9

EPP

Integrated Peripherals - Onboard Sound Chip

Onboard Sound
Chip

Enabled

Disabled
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3.10 Password Setting

BIOS

2. , Enter

Enter

Enter

3.11 IDE HDD Auto Detection

IDE "Standard
CMOS Setup" "Hard Disk” IDE

"Standard CMOS Setup"

3.12 Save & EXxit Setup

Setup CMOS
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3.13 Load EEPROM Default

"Load Setup Default" "Load Turbo Default"
EEPROM

3.14 Save EEPROM Default

EEPROM CMOS
"Load EEPROM DEFAULT"

3.15 Exit without Saving

Setup CMOS

3.16 NCR SCSI BIOSand Drivers

NCR 53C810 SCSI BIOS BIOS
NCR BIOS NCR 53C810
SCSi
SCSI NCR SCSI BIOS
DOS SCSI Windows 0S/2 NCR
53C810 SCSI DOS SCO UNIX
DOS SCSI
DOS Windows NT Novell NetWare 0S/2 SCO UNIX
SCsSI SCO UNIX BIOS
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README
AOpen Easy Flash flash
flash
1. AOpen BIOS MX3ZA200.EXE
2. A DOS ( EMM386)
driver 520K
3. A:> MX3ZA200
FLASH
4,
5. BIOS Setup "BIOS SETUP DEFAULT"
"Save & Exit"
BIOS BIOS

W.i n95/Win98 PnP
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