“ Run Setup”
ROM Award BIOS
BIOS CPU
PC
BIOS CMOS RAM
RAM “ Press <Delete> key to enter Setup”
Delete
Delete POST (

)
<Ctrl> <Alt> <Delete>

Enter
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CMOS

ROM PCI/ISR BIOS (Z2R6UJFUT)
CMOS SETUP UTILITY
AWARD SOFETWARE, INC.

STANDARD CMOS SETUP

BIOS FEATURES SETUP

CHIPSET FEATURES SETUP

POWER MANAGEMENT SETUP

PNE/PCI CONFIGURATION

LOAD BIOS DEFAULTS

INTEGRATED PERIPHERALS

SUPERVISOR PASSWORD

USER PASSWORD

IDE HDD AUTO DETECTION

SAVE & EXIT SETUP

EXIT WITHOUT SAVING

LOAD SETUP DEFAULTS
Esc @ Quit L - - : Select Item
F10 : Save & Exit Setup (shift)F2 : Change Color
Load Defaults
Standard CMOS Setup
Standard CMOS
BIOS
PgUp Pgbn
CMOS

Main CMOS Setup

CMOS




BIOS

Date
down
(2079

Time
down

(00

ROM PCI/ISR BIOS (Z2R6UJFUT)
STANDARD CMOS SETUP
AWARD SOETWARE, INC.
Date {(mm:dd:yy) : Fri, Feb 20 1998
Time (hh:mm:ss) 9 : 43 : 17
HARD DISKS TYPE SIZE CYLS HEAD PRECOMP LANDZ SECTOR MODE
Primary Master : Ruto 0 0 0 a 0 0 AUTO
Primary Slave : Ruto 0 0 0 0 0 0 AUTO
Secondary Master : Auto 0 1] 0 0 1] 0 AUTO
Secondary Slave : Auto 1] 1] 0 0 1] 0 AUTO
Drive A : 1.44M, 3.5 in.
Drive B : None Base Memory: 0K
Floppy 3 Mode Support : Disabled Extended Memory: [1):¢
Other Memory: 512K
Video : EGR/VGA
Halt On : All Errors Total Memory: 512K
ESC @ Quit Tl - : Select Item PU/PD/+/- : Modify
Fl : Help (shift)F2 : Change Color
<F1>
Date page up/page
+/—
( 12), :( 31),
Time page up/page
+/—
:(00  23), :(00 59),
59) <Enter>
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Hard Disks
SCSl
PCI IDE
IDE
IDE
SCSl BIOS
SCSl
SCSl
SCSl
IDE
Auto
IDE HDD AUTO DETECTION
User
CYLY( ) HEAD(
) PRECOMP(
) LANDZ(
) SECTOR( ) MODE
SIZE
MODE IDE MFM
ESDI Normal, Large, LBA, Auto
IDE 528MB
Normal 528MB Logical Block Addressing (LBA)
LBA LBA 528MB
Large Large
MS-DOS 528MB IDE
LBA




BIOS

Auto Detection of Hard Disks on Bootup
Primary Master Primary Slave Secondary Master  Secondary Slave
TYPE MODE Auto

IDE
IDE IDE
(FDISK.EXE DOS
)
IDE
active (FDISK )
Drive A/ Drive B
- None (Drive B ); 360KB, 5.25in.;

1.2MB, 5.25in.; 720KB, 3.5in.; 1.44MB, 3.5in. (Drive A );

2.88MB, 3.5in.

Floppy 3 Mode Support
3.5” (1.2MB) NEC 98010

: Disabled ( ); Drive A; Drive B; Both
Video
VGA
EGA/VGA
1 EGAIVGA ( ); Mono (Hercules MDA ); CGA
40; CGA 80
Halt On
POST( )
2 All Errors ( ); No Errors;

All, But Keyboard; All, But Diskette; All, But Disk/Key
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Software Turbo Speed
Software Turbo Speed DOSs

Turbo Speed Button Alt
Ctrl Turbo Speed
Alt Ctrl 3
BIOS Features Setup
BIOS Features Setup
ROM PCI/ISA BIOS (2A69JF09)
BIOS FEATURES SETUP
AWARD SOFTWARE, INC.
Virus Warning : Disabled Video BIOS Shadow : Enabled
Detect Boot Virus By Trend : Enabled CBO00-CBFFF Shadow : Disabled
CPU Internal Cache : Enabled CCO00-CFFFF Shadow : Disabled
External Cache : Enabled DO000-D3FFF Shadow : Disabled
Quick Power On Self Test : Enabled D4000-D7FFF Shadow : Disabled
Boot From LAN First : Enabled DB000-DBFFF Shadow : Disabled
Boot Sequence(LS120/%ZIP100): A,C,SCSI DCO00-DFFFF Shadow : Disabled
Swap Floppy Drive : Disabled
Boot Up Floppy Seek : Enabled
Boot Up NumLock Status HEo
Typematic Rate Setting : Disabled
Typematic Rate (Chars/Sec) : 6
Typematic Delay (Msec) ;250
Security Option : Setup
P5/2 mouse function control: Enabled
ESC : Quit ti- : Select Itenm
0§ Select For DRAM > 64MB : Non-08§2 Fl : Help PU/ED/+/- : Modify
F5 : 0ld values (Shift)F2 : Color
F6 : Load BIOS Defaults
F7 : Load Setup Defaults
<F1> <F5>

<F6>
<F7> Setup

BIOS
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BIOS

Virus Warning
(Enabled)

(Disabled)
: Disabled ( ); Enabled

Detect Boot Virus By Trend
(FDD/HDD)

- Enabled ( ); Disabled

CPU Internal Cache / External Cache

(Enabled) : Enabled
( ); Disabled
Quick Power On Self Test
(Enabled)  BIOS : Enabled (
); Disabled

Boot From LAN First
LAN
: Enabled ( ); Disabled

Boot Sequence (LS120/ZIP100)

1A C, CH ( ); LYZIP, C; C, only; SCH, C, A;
CY, A C; F, A SCS; E, A SCY; D, A, SCS; CDROM, C, A; C, CDROM, A; C,
A, SCS

Swap Floppy Drive
(Enabled)
: Disabled (
); Enabled
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Boot Up Floppy Seek
(Enabled) BIOS
: Enabled ( ); Disabled

Boot Up NumLock Status
(On) Num Lock
10N ( ); Off

Gate A20 Option
Protected Mode Fast
: Fast ( ), Normal

Typematic Rate Setting
Enabled
Disabled ( ), Enabled

Typematic Rate (Chars/Sec)
( ); 8; 10; 12; 15; 20; 24; 30

Typematic Delay (Msec)
1250 ( );
500; 750; 1000

Security Option
Setup
Setup
Supervisor System
User
Supervisor Password User
Password > Setup ( ); System

PS/2 Mouse Function Control
(Enabled) PS/2 IRQ12
Enabled ( ); Disabled

OS Select For DRAM > 64MB
DRAM 64MB (0S)
OS |IBM® QSs/2™ 0S2

12



BIOS

Non-OS2

Video BIOS Shadow

(Enabled)

Disabled

(Enabled)

BIOS ROM

640KB

: Non-O2 (

Video ROM
: Enabled (

C8000-CBFFF to DC000-DFFFF Shadow

BIOS ROM

1024KB

ROM

: Disabled (default); Enabled

Chipset Features Setup

Auto Configuration

ROM PCI/ISA BIOS (2A69JF09)
CHIPSET FEATURES SETUP
AWARD SOFTWARE, INC.

Auto Configuration ¢ Enabled CPU Clock Frequency : 66 MHz
DRAM Speed Selection . 60ns Spread Spectrum ; Disabled
MA Wait State : Slow Current System Temp.
EDO RAS# To CAS# Delay 03 Current CPU Fan Speed
EDO RAS# Precharge Time : 3 Current Chassis Fan Speed:
EDO DRAM Read Burst 1 X333
EDO DRAM Write Burst X222 VCORE +3.3(v):
DRAM Data Integrity Mode : Non-ECC +5.0(v): +12 (V) :

=12 (v):- =5.0(v):-
System BIOS Cacheable : Enabled
Video RAM Cacheable : Enabled
g Bit I/O Recovery Time : 1
16 Bit I/O Recovery Time : 2
Memory Hole At 15M-16M : Disabled
Delayed Transaction : Disabled
AGP Aperture Size (MB) : 64 ESC : Quit ti»e : Select Item

Fl : Help PU/PD/+/- : Modify
SDRAM CAS latency Time 0 3 F5 : 0ld values (Shift)F2 : Color

F6 : Load BIOS Defaults

F7 : Load Setup Defaults

DRAM
- Enabled ( ), Disabled

DRAM Speed Selection

13
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Auto Configuration Enabled
DRAM DRAM
1 60ns ( ); 50ns
MA Wait State
Auto Configuration Disabled
DRAM
:Sow ( ); Fast

EDO RAS# To CAS# Delay

Auto Configuration Disabled
CPU DRAM
DRAM CAS# CASH 13 (

); 2

EDO RAS# Precharge Time
Auto Configuration Disabled
DRAM RASH
13 ( ); 4

EDO DRAM Read Burst
Auto Configuration Disabled
CPU DRAM DRAM
1 X333 ( ); X222

EDO DRAM Write Burst
Auto Configuration Disabled
CPU DRAM DRAM
1 X222 (default); x333

DRAM Data Integrity Mode

DRAM ECC(ECC generation and
checking/correction) ECC
: Non-ECC ( ); ECC (

Intel 443LX  DIMM
)

System BIOS Cacheable
(Enabled) ROM
FOOOH-FFFFH : Enabled ( ),
Disabled

14



BIOS

Video RAM Cacheable
(Enabled) RAM

: Enabled ( ), Disabled

8 Bit I/O Recovery Time
8 hit I/O
);2t07,NA, 8

16 Bit I/O Recovery Time
16 bit 1/0
);3,NA 4,1

Memory Hole at 15M-16M
(Enabled)
15MB 16MB
: Disabled (

Delayed Transaction
(Enabled) PCI

PCI
); Enabled
AGP Aperture Size (MB)
AGP
); 128; 256; 4, 8; 16; 32
SDRAM CAS Latency Time
SDRAM DIMM  CAS Latency
23( ) 2
CPU Clock Frequency
CPU PCI

Spread Spectrum

Spread Spectrum  Center Spread Down Spread

- Disabled ( ); 1.5% (DOWN)

1 (

12 (

16MB
), Enabled

PCI
: Disabled (

164 (

15
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Current System Temp. / Current CPU Fan Speed / Current Chassis Fan
Speed / VCORE: +3.3 (V) / +5.0 (V): +12 (V) / =12 (V):—= =5.0 (V)
BIOS

Power Management Setup

RCM PCI/ISA BIOS (2A69JF09)
POWER MANAGEMENT SETUP
AWARD SOFTWARE, INC.

Power Management : Disabled *%* Reload Global Timer Events **
PM Control by APM : Yes IRQ[3-7,9-15],NMI : Enabled
Video Off Method : DPMS Primary IDE 0 : Disabled
Video Off After : Suspend Primary IDE 1 : Disabled
MODEM Use IRQ 0 3 Secondary IDE 0 : Disabled
Doze Mode : Dizable Secondary IDE 1 : Disabled
standby Mode : Disable Floppy Disk : Disabled
Suspend Mode : Disable Serial Port : Enabled
HDD Power Down : Disable Parallel Port : Disabled
Throttle Duty Cycle : 62.5%

VGA Active Monitor : Disabled

Joft-0ff by PWR-BTTN : Delay 4 Sec
CPUFAN Off In Suspend: Enabled
IRQ B Break Suspend : Disabled

Resume by Ring : Enabled
Resume by LAN : Disabled ESC : Quit ti»e : Select Item
Resume by Alarm : Disabled F1l : Help PU/PD/+/- : Modify
F5 : 0ld values (Shift)F2 : Color
F6 : Load BIOS Defaults
F7 : Load Setup Defaults
Power Management
Disabled
User Defined
MIN Saving MAX Saving
: Disabled ( ); User Defined; Min Saving; Max Saving
PM Control by APM
APM (Advanced Power Management) No
Yes (Doze)
(Standby) (Suspend) APM
APM
TYes( ); No

16
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Video Off Method
V/H SYNC+BIlank
(H-Sync) (V-Sync)
DPMS Support DPMS
(Display Power Management Signaling function)
Blank Screen

CRT
: DPMS (
); Blank Screen; V/H Sync + Blank
Video Off After
: Suspend
( ); Sandby; Doze; NA
MODEM Use IRQ
IRQ IRQ :3
( ); 4,5, 7;9;10; 11; NA
Doze Mode/Standby Mode/Suspend Mode
/ /
Max Saving / /
Min Saving /
/ User Defined
1 Min; 2 Min; 4 Min; 8 Min; 12 Min; 20 Min; 30 Min; 40 Min; 1
Hour Disabled
HDD Power Down
IDE Max
Saving / /
Min Saving 15 / /
User Defined
15
SCSl : Disabled (

); L Min; ... 15Min

Throttle Duty Cycle

17
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162.5% (

VGA Active Monitor
Disabled

)

Disabled ( ); Enabled

Soft-Off By PWR-BTTN
ATX

Off
:Delay 4 Sec. (

CPU FAN Off In Suspend
(Enabled)
: Enabled (

IRQ 8 Break Suspend

IRQ8(
Resume By Ring

ATX

Enabled ( ); Disabled

Resume By LAN
ATX

); Enabled

Resume By Alarm
ATX

: Disabled (

Date (of Month) Alarm
Resume by Alarm
10 (

CPU

), 75.0%, 12.5%, 25.0%, 37.5%, 50.0%

Delay 4 Sec.
Instant-

); Instant Off

CPU
); Disabled

: Disabled ( ); Enabled

LAN
: Disabled (

(Enabled)
); Enabled

(Enabled)

)1 31
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BIOS

Time (hh:mm:ss) Alarm
Resume by Alarm (Enabled)
chh 7 ( ), 0 23; mm: O (
), 1 59; ss: 0 ( )1 59

IRQ [3-7, 9-15], NMI

(Enabled)  IRQ3 IRQ9 15
- Enabled ( ); Disabled
Primary IDE 0
(Enabled) ( )IDE
: Disabled ( ); Enabled
Primary IDE 1
(Enabled) ( )IDE
: Disabled ( ); Enabled

Secondary IDE 0
(Enabled) ( )IDE

 Disabled ( ); Enabled

Secondary IDE 1

(Enabled) ( )IDE
: Disabled ( ); Enabled

Floppy Disk

(Enabled)

Disabled ( ); Enabled

Serial Port

(Enabled)

: Enabled (
); Disabled

Parallel Port
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(Enabled)
: Disabled (
); Enabled
PCI
PNP and PCI Configuration Setup
PCI PCI

INTA PCI

ROM PCI/ISA BIOS (ZAGSJFOT)
PNP/PCI CONFIGURATION
AWARD SOFTWARE, INC.

PNP 05 Installed : No PCI IRQ Activate By : Level
Resources Controlled By : Auto Assign IRQ For VGA : Enabled
Reset Configuration Data : Disabled
IRQ Sequence:10,11,5,7,4,3,12,9,15,14

ESC : Quit ti»e : Select Item
Fl1 : Help PU/PD/+/- : Modify
FS5 : 0ld values (shift)F2 : Color
F6 : Load BIOS Defaults

F7 : Load Setup Defaults

PNP OS Installed
Windows 95 oS Yes
2 No ( ), Yes

Resources Controlled By
BIOS Auto
Manual : Auto (
); Manual

Reset Configuration Data
(Enabled) BIOS
: Disabled ( ); Enabled

IRQ Sequence
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BIOS

PCI IRQ
); 15, 11, 10, 12, 14, 5, 7, 3, 4, 9

19,10,11,5,7,4, 3, 12,15, 14 (

21
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IRQ-3; -4, -5; -7; -9; -10; -11, -12; -14, -15; DMA-0; -1, -3; -5; -6; -7

Assigned to
Resources Controlled By Manual PCI/ISA PNP
Legacy ISA IRQ DMA
: PCI/ISAPNP (IRQ-3 IRQ-4 ); Legacy |SA

PCI IRQ Activated By
Level ( ); Edge

Assign IRQ for VGA
PCI VGA IRQ Disabled
IRQ : Enabled (
); Disabled

BIOS Load BIOS Defaults
BIOS ( )

Load BIOS Defaults
<Enter>
<Y> <Enter>
<N> <Enter>
Standard CMOS Setup

22



BIOS

Load Setup Defaults

BIOS

Load BIOS defaults

<Enter>
<Y>
<N> <Enter>

Load Setup Defaults

<Enter>

Standard CMOS Setup

ROM PCI/ISR BIOS (ZAG69JF09)
CMOS SETUP UTILITY
AWARD SOFTWARE, INC.

STANDARD CMOS SETUP
BIOS FEATURES SETUP
CHIPSET FEATURES SETUP

POWER MANAGEMENT SETUP

INTEGRATED PERIPHERALS
SUPERVISOR PASSWORD
USER PASSWORD

IDE HDD AUTO DETECTION

PNP/PCI CONFIGURZ

LOAD BIOS DEFAULT]

Load SETUP Defaults (Y/N)? 'Y

ETUP

SAVING

LOAD SETUP DEFAULTS

Esc @ Quit
F10 : Save & Exit Setup

: Select Item
: Change Color

[

(shift)F2

Integrated Peripherals

23
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ROM PCI/ISA BIOS (Z2R6UJFUY)
INTEGRATED PERIPHERALS
AWARD SOFTWARE, INC.
IDE HDD Block Mode : Enabled
on-Chip Primary PCI IDE: Enabled oOnboard FDC Controller : Enabled
on-Chip Secondary PCI IDE: Enabled onboard Serial Port 1 : 3F8/IRQ4
IDE Primary Master PIO : Auto onboard Serial Port 2 : 2F8/IRQ3
IDE Primary Slave PIO : Auto URZ Mode : Standard
IDE Secondary Master PIO : Auto
IDE Secondary Slave PIO : Auto Onboard Parallel Port : 378/IRQ7T
IDE Primary Master UDMA : Auto Parallel Port Mode : SPP
IDE Primary Slave UDMA : Ruto
IDE Secondary Master UDMA: Auto Onboard Audio Chip : Enabled
IDE Secondary Slave UDMA: ARuto
HDD &§.M.A.R.T. Capability: Disabled
USB Controller : Disabled
ESC : Quit tiwe @ Select Item
Fl : Help PU/PD/+/- : Modify
F5 : 0ld Values (Shift)F2 : Color
F6 : Load BIOS Defaults
F7 : Load Setup Defaults
IDE HDD Block Mode
(Enabled)
: Enabled ( ); Disabled
On-Chip Primary PCI IDE
(Enabled) PCI IDE
Enabled ( ); Disabled
On-Chip Secondary PCI IDE
(Enabled) PCI IDE
Enabled ( ); Disabled
IDE Primary Master PIO
On-Chip Primary PCI IDE Enabled
PCI IDE ( )
: Auto ( ); Mode 0; Mode 1; Mode 2;
Mode 3; Mode 4
IDE Primary Slave PIO
On-Chip Primary PCI IDE Enabled
PCI IDE ( )
: Auto ( ); Mode 0; Mode 1; Mode 2;
Mode 3; Mode 4
IDE Secondary Master PIO
On-Chip Secondary PCI IDE Enabled
PCI IDE ( )
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BIOS

: Auto ( ); Mode 0; Mode 1, Mode 2;
Mode 3; Mode 4
IDE Secondary Slave PIO
On-Chip Secondary PCI IDE Enabled
PCI IDE ( )
: Auto ( ); Mode 0; Mode 1, Mode 2;
Mode 3; Mode 4
IDE Primary Master UDMA
On-Chip Primary PCI IDE Enabled
Ultra DMA
PCI
: Auto ( ); Disabled
IDE Primary Slave UDMA
On-Chip Primary PCI IDE Enabled
Ultra DMA
PCI
: Auto ( ); Disabled
IDE Secondary Master UDMA
On-Chip Secondary PCI IDE Enabled
Ultra DMA
PCI
: Auto ( ); Disabled
IDE Secondary Slave UDMA
On-Chip Secondary PCI IDE Enabled
Ultra DMA
PCI
T Auto ( ); Disabled
HDD S.M.A.R.T. Capability
SMART.
Enabled : Disabled ( ), Enabled
USB Controller
USB (Disabled)
Disabled ( ); Enabled
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BIOS Support USB Keyboard
USB Controller Enabled
BIOS

» Setup (

Onboard FDC Controller
(Enabled)
: Enabled (

Onboard Serial Port 1
1 1/10
1/10
COomM4
2F8/1RQ3; 2E8/IRQ3; Disabled

Onboard Serial Port 2
2 1/10
1/10
CcCOomM4
2E8/IRQ3; 3F8/IRQ4; Disabled

UR2 Mode (Onboard Serial Port 2
2 IR
COM2 IR
: Sandard (
1.15M; FIR.

UR2 Duplex Select

UR2 Mode Standard

Onboard Parallel Port
110
3BC/IRQ7; Disabled

Onboard Parallel Mode
Onboard Parallel Port

ECP; ECP+EPP

Disabled

USB
USB
DOS
); DOS
(FDD)
); Disabled
COM3
1 3F8/IRQ4 ( ); 3E8/IRQ4,;
COM3
: 2F8/IRQ3 ( ); 3E8/IRQ4;
Disabled )
IR
Standard

); IrDA 1.0; AXK IR, MIR 0.57M; MIR

: Half ( ); Full

: 378/IRQ7 ( ); 278/IRQ5;

T SPP( ); EPP;

26
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ECP Mode Use DMA

Parallel Port Mode ECP ECP+EPP
DMA(Direct Memory Access)
:3( )1

Onboard Audio Chip

: Enabled ( ); Disabled
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Supervisor Password and User

Password
CMOS Setup
Enter
Enter
Enter
IDE IDE HDD Auto Detection
IDE
IDE 4
BIOS Y
<N> <N>
Enhanced IDE IDE
IDE Drive E
Drive F IDE Enhanced IDE
Standard CMOS Setup
LBA
LBA
LBA Large Normal

IDE
IDE
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Save & Exit

<N> Standard CMOS Setup
CMOS
Setup <Enter>
ROM PCI/ISA BIOS (2A69JF09)
CMOS SETUP UTILITY
AWARD SOFTWARE, INC.
STANDARD CMOS SETUP INTEGRATED PERIPHERALS
BIOS FEATURES SETUP SUPERVISOR PASSWORD
CHIPSET FEATURES SETUP USER PASSWORD
POWER MANAGEMENT SETUP IDE HDD AUTO DETECTION
PNP/PCI CONFIGURA ETUP
SAVE to CMOS and EXIT (Y/N)? Y
LOAD BIOS DEFAULT] SAVING
LOAD SETUP DEFAULTS
Esc : Quit t L e : Select Item
F10 : Save & Exit Setup {shift)F2 : Change Color
Setup
Exit Without Saving <Enter>
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ROM ECI/ISA BIOS (2AG9JE09)
CMOS SETUP UTILITY
AWARD SOFTWARE, INC.

STANDARD CMOS SETUP

BIOS FEATURES SETUP

CHIPSET FEATURES SETUP

POWER MANAGEMENT SETUP

INTEGRATED PERIPHERALS

SUPERVISOR PASSWORD

USER PASSWORD

IDE HDD AUTO DETECTION

PNP/PCI CONFIGURA [ETUP
Quit Without Saving (Y/N)? Y
LOARD BIOS DEFAULT] SAVING
LOAD SETUP DEFAULTS I
Esc @ Quit Tl e : Select Item

F1l0 : save & Exit Setup

(Shift)F2 : Change Color
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