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Chapter 3

AMI® BIOS USER’S GUIDE

The system configuration information and chipset register information is
stored in the CMOS RAM.  This information is retained by a battery when
the power is off.  Enter the BIOS setup (if needed) to modify this information.

The following pages will describe how to enter BIOS setup, and all about
options.
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2. When the “Hit <DEL>” message appears, press <DEL> key to
enter the BIOS setup screen.

3. After pressing <DEL> key, the BIOS setup screen will appear.

AMIBIOS (C) 1996 American Megatrends Inc.
AGIOMS VXXX XXXXXX

Hit <DEL> if you want to run setup

(C) American Megatrends Inc.
61-XXXX-001169-00111111-071592-i82440FX-H

Enter BIOS Setup

Enter the AMI ® setup Program’s Main Menu as follows:

1.  Turn on  or reboot the system.  The following screen appears with
a series of diagnostic check.

Note: If you don’t want to modify CMOS original setting, then don’t press any

key during the system boot.
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Standard CMOS Setup
Advanced CMOS Setup

Advanced Chipset Setup
Power Management Setup

PCI/Plug and Play Setup
Peripheral Setup

Hardware Monitor Setup (optional)
Auto-Detect Hard Disks

Change User Password
Change Supervisor Password

Change Language Setting
Auto Configuration with Optimal Settings

Auto Configuration with Fail Safe Settings
Save Settings and Exit

Exit without Saving

4. Use the <Up> and <Down> key to move the highlight scroll up or
down.

5. Use the <ENTER> key to select the option.

6. To exit, press <ESC>.  To save and exit, press <F10>.

7. Press <F1> for help to provide a detailed explanation of each
option.

AMIBIOS HIFLEX SETUP UTILITIES - VERSION 1.07
(C) 1996 American Megatrends, Inc. All Rights

Reserved

Standard CMOS setup for changing time, hard disk type, etc.


